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Warnings 
 

 

 
 

 
 
Do not drop the scanner. The scanner contains 
components that could be damaged by severe 
shock. 

 

 
 

 
 
Beware of trapping fingers when opening  
or closing the scanner. 

 

 
 

 
 
Beware of exposed electrical connectors  
if the covers are removed. No user serviceable 
parts inside. 

 

 
 

 
 
Keep the scanner out of direct sunlight. 
 

 

 
 

 
 
Do not shock the scanner.  
Use the supplied power supply only. 

 

 
 

 
 
Keep the scanner dry. 
 

 

 
 

 
Operating Environment: 
 
Relative humidity 10% - 90% 
 
Temperature 10C ς 35C 
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Declaration of Conformity  
 

Manufacturer  Global Scanning Suzhou Co. Ltd 
#39 Dongjing Industrial Zone, #9 Dongfu Road, Suzhou Industrial Park, Suzhou, 
Jiangsu, 215123 

Model:  
Product name: 
Function: 
Rating voltage:  
Rating current:  
Power supply:   

UD56T, UC56T  
L24ei, L36ei 
Large Format Scanner 
19V 
3.42A 
FSP065-REBXX (X=0-9, A-Z or Blank) 

Declaration of 
Conformity 

Energy Star 
Argentina/S mark 
Australia/C-Tick 
National/CB 
Canada/ICES-003, CUL 
China/CCC 
India/BIS 
Japan/VCCI 
Korea/KCC 
Mexico/NOM-019-SCFI 
Russia/EAC 
EU/CE 
USA/FCC 
USA/UL 

Warning: 
This is a Class A product. In a domestic environment, this product may cause radio interference in which 
case the user may be required to take adequate measures. 
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Scanner Overview 

 Main Features 
¶ Functions:  

o Scan to USB memory stick. 

o Scan to network connected PC. 

o Copy. 

o Copy & Archive. 

¶ Touch Screen. 

¶ Optical resolution: 600dpi. 

¶ SingleSensor ς patented single in-line image array. 

¶ Dual sided LED illumination of original documents reduces the shadow effect occurring at 

creases and folds of the drawings. 

¶ Single linear document hold-up flap to help smooth out creases. 

¶ Face-up scanner with imaging width: L24ei Ґ нпέ όсмлƳƳύ ƻǊ L36ei Ґ осέ όфмпƳƳύΦ 

¶ Maximum document width: L24ei Ґ нсέ όсслƳƳύ ƻǊ L36ei Ґ оуέ όфсрƳƳύΦ 

¶ Ultra-light weight scanner. 
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Scanner - Identification of parts 
¶ Document Return Guides,   Paper Tray,   Document size guide 

 

 

 
 

 

 

Paper tray catch   Paper Guides  Paper tray catch 

      

¶ USB stick slot,  User Interface (UI) ς LCD touch screen. 

 

     
 

 

Power switch.   Power   Ethernet connector.  

   

¶ A pair of Magnetic Document Edge Guides are supplied and can be positioned on the paper tray 

to help align and position a document. They are marked as L=Left and R=Right. 
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Unpacking 
¶ With the scanner box on the floor, or a suitable large table, remove the top of the cardboard 

box. 

  
 

¶ Remove the Calibration target and keep it in a safe place for future use. (It is protected inside a 

cardboard sleeve inside a sealed plastic bag). 

    
 

¶ Remove the packing from the top of the scanner and remove the scanner from its protective 

plastic bag and place on a suitable table. 

   
 

¶ Remove the transit tape from the scanner. Using the two levers, carefully open the scanner and 

remove the foam packing strip from inside the scanner. Close the scanner by lifting the paper 

tray with both hands until the two levers click into the locked position.  
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Box contents. 
¶ Unpack & check the remaining contents of the box, so as not to throw away important item with 

the packaging.  

Item Description Qty. Item Description Qty. 

 

 
 

Ethernet Cable 1  

 

Screw 
Hexagon 
Socket Button 
Head M4x10 

6 

 

 
 

Mains Cable 1  

 

Thumb screw 2 

 

 
 

Power Supply 1  

 

Cable clip 1 

 

 
 

3mm Hex Tool 1  

 

Scanner 
mounting 
brackets 
1 x Left side 
1 x right side 

2 

 

  
 

Calibration 
Target 

1  

 

L24ei/L36ei 
Scanner Quick 
Start Guide 

1 

 
Paper Edge Guides 

(Pair) 
 

 

 
 

    

 

 
 

Document 
Return Guide(s) 

1 for L24ei 
 
3 for L36ei 
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Fitting the scanner to the printer 
¶ Install the scanner mounting brackets on the printer.  

(Supported printers: iPF 670/671/770/771, TM-200/300/5200/5300, TA-20/30/5200/5300). 

Repeat the following steps for both sides of the printer. 

 

o Remove the screw using the 3mm hex tool supplied.  

Left side:       Right side: 

 

     
   

o Remove the 2 covers.   

       
         

o Fit the scanner mount using 3 screws and 3mm hex tool supplied. 

       
 

o Replace the lower cover. 
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o Left and right scanner mount fitment complete.    

      
 

¶ Fit the scanner to the scanner mounting brackets. Locate ǘƘŜ ǎŎŀƴƴŜǊΩǎ feet in the holes on top 

of the scanner mounts and pull the scanner to the front. 

 
IMPORTANT: Secure in place using the 2 thumb screws provided. Failure to do so could result in 

the scanner falling off the mounts. 

 

¶ Attach the cable clamp to the right-side scanner mounting bracket. 

  
 

¶ Fit 1 document return guide to the rear of the scanner in the centre.  

For the L36ei, fit additional document return guides either side. 

(The L24ei has 1 document return guides. The L36ei has 3 in total). 
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Connecting the scanner  
¶ Connect the Ethernet cable to the rear of the scanner. 

o The scanner controller communicates with the printer over the network.  (The printer 

must be installed on the network, on-line and ready for the system to be able to Copy).  

If the printer is NOT on the network, use a direct Ethernet cable connection from the 

scanner to the printer, but this is not the preferred connection as the system will not be 

able to Scan to PC.   

 

  
 

o iPF printer connections 

 

 

 

 

Ethernet port 

 

 

  USB port 

 

 

 

 

¶ Connect the power cable to the rear of the scanner and connect the power supply to the mains. 

Use the supplied power supply only. Pass the cables through the cable clamp on the right-side 

scanner mounting bracket.  
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Operation 

Power 
¶ The scanner is powered on/off by the power switch on the right-hand end. 

 

¶ When powered on, the amber LED will illuminate and after a few seconds, it turns blue and the 

LCD displays various icons. (If the LED remains amber, check the paper tray is closed correctly). 

 

LED 
 

    Power on. 

 

 

    Flashing approximately every second = scanning. 

Flashing every 10 seconds = sleep mode. 

 

 

    Scanner paper tray open. 

 

 

LCD Touch Screen/Menu navigation 
Home page shows:  

 

Copy,  Scan to PC,  Scan to USB 

 
Copy & Archive,   Scanner Settings 
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Function Page (Copy)  

Eject,  Function Settings,  Start Function   

 
 

 

Function (Copy) Settings 

 

Power on factory default Function Settings:  

Colour mode, Standard Quality, Auto-size, Portrait, Brightness=0, Black Point(BP)=1, White 

Point(WP)=1, Crop off, 100% Copy scale, 1 Copy, File Type, iPFX, PCX.  

The defaults can be changed to your preferred Function Settings:  

See Functionality ς Saving your preferred Function Settings as power on Defaults 

 

Press an icon to enter a menu (A white box indicates it has been selected). 

  
 

  Use the left & right arrows when available to scroll to more options. 

 Home = Go to Home page. Cancels any changes if in a Function Settings Menu. 

 Back = Go back up 1 level. 

 Tick = Save selection and go back up 1 level. 

 

The Functions Settings Icons at the bottom of the screen are also active and provide a shortcut 

directly to that menu. 
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Sleep mode 
 

¶ The scanner complies with the Energy Star standard, so will enter sleep mode after 15 minutes 

of no use to save electricity. (The time cannot be changed or the feature disabled). 

 

¶ When in sleep mode, the scanner consumes very little power. It will flash the Blue LED every 10 

seconds. 

 

¶ To exit sleep mode, press the touch screen. 

 

Information messages 
 

  Scanner working 

 Scanner open: The paper tray is open, close the scanner. 

 No Document loaded: Load a document 

 Dirty scanner: Clean scanner. 
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Configuring the language of the scanner 
¶ Turn on the power switch on the side of the scanner. 

 

¶ From the Home Page, select Scanner Settings.  

  
 

Scroll to the left and select Language. 

  
¶ Select Language. 

 

o  English Text (Sets ScanApp Mode = Plus) 

o  Japanese Text (Sets ScanApp Mode = Standard) 
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Configuring the ScanApp Mode of the scanner 
¶ From the Home Page, select Scanner Settings.  

    
 

Scroll and select ScanApp Mode. 

  
 

¶ Select ScanApp Mode. 

 
 

 Plus Mode (Default for English language). The ScanApp Lei is used to add 

functionality & productivity. If there is more than 1 PC running the ScanApp Lei, the 

preferred Plus PC can be set. 

(1) Copy ς The scan data is transferred to the PC while scanning to make the scanner 

available for the next job sooner. The ScanApp Lei spools the jobs and sends the 

print data to the printer.  

(2) Scan to USB ς File types: PDF, PDF/A, M-PDF & JPG. The scan data is sent to the PC 

where the ScanApp Lei compresses and sends the scan file back to the USB in the 

scanner. Plus mode is used automatically when PDF, PDF/A, M-PDF & JPG are 

selected 
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 Standard Mode (Default for Japanese language). No PC is required. 

(1) Copy ς The scanner will transfer data direct to the printer. The scanner has to wait 

for the printer to finish before the next job can be started.  

(2) Scan to USB ς TIFF ONLY. Scan data is stored internally on the scanner, and then 

transferred to the USB.  

 

 

ScanApp Mode Standard/Plus does not affect the following functions: 

(1) Scan to PC ς The scan data is sent to the PC. The ScanApp Lei compresses and saves 

the file. 

(2) Copy & Archive - The scan data is sent to the PC. The ScanApp Lei compresses and 

saves the file and sends the print data to the printer. 
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Configuring the network connection of the scanner 

DHCP 
¶ From the Home Page, select Scanner Settings.  

    
    

¶ Scroll and select the scanner Network Icon, then DHCP. 

    

o After selecting DHCP, the scanner will request an IP address from the server and then 

display it automatically. 

 

 Use the Home button to exit. 
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Static IP Address 
¶ A static IP address and subnet mask should be entered and configured by your network 

administrator or IT support provider. 

¶ From the Home Page, select Scanner Settings.  

    
    

¶ Scroll and select the scanner Network Icon. 

    
    

¶ Select Static. 
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o Select IP or Mask to enter the required values. 

    
 

     
 

 Use the Delete Key, to remove the current address, and type in the new 

ŀŘŘǊŜǎǎ ƛƴŎƭǳŘƛƴƎ ŀƭƭ άлǎέΦ  

 

 Press the Enter key to save. 

  

 Cancel - Back up 1 level. Cancel number entry and exit this menu. 

 

 Home. Back to Home screen. Cancel number entry and exit this menu. 
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ScanApp Lei Installation 

¶  www.mfpdownload.com 

 

¶ Identify network connected PCs on which to install the ScanApp Lei. The PC needs to be on and 

the ScanApp Lei running to allow the scanner to Scan to PC.  

Note: You can install the ScanApp Lei on many PCs.  

 

¶ If your PC shows a User Account Control warning, select Yes to allow the app to run. 

 
 

¶ Select the language for the ScanApp Lei you wish to install. Select Next. 

   
 

¶ Select Next. Read the end user license agreement and, if you agree, ǎŜƭŜŎǘ άL ŀŎŎŜǇǘ ǘƘŜ ǘŜǊƳǎ ƻŦ 

ǘƘŜ ƭƛŎŜƴǎŜ ŀƎǊŜŜƳŜƴǘέ ŀƴŘ ǎŜƭŜŎǘ bŜȄǘΦ 

   

  

http://www.mfpdownload.com/
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¶ Select Next. Select Next.  

  
 

¶ Wait for the program to install, then select Finish. 

  
 

¶ If your PC does not aƭǊŜŀŘȅ ƛƴŎƭǳŘŜ aƛŎǊƻǎƻŦǘΩǎϯ ±ƛǎǳŀƭ /ҌҌ wŜŘƛǎǘǊƛōǳǘŀōƭŜ ŦƛƭŜǎΣ ǘƘŜ ŦƻƭƭƻǿƛƴƎ 

install Windows will appear.  

(If you do not see these Windows, it is not a problem. It means the PC has these components 

installed already). 

 

 
 

 

 

 

 

 

 

   

 












































































































































